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Keep-nut

Fastener for the rear fixing of facade panels according to

- EN 14411:2012

. Specialinsert
Via Monfalcone 144

10136 TORINO
ITALIEN

. Specialinsert - Factory in Maerne di Martellago (Venice)
ITALY

14 pages including 3 annexes which form an integral part

| of this assessment

European Assessment Document (EAD)

- 330030-00-0601

8.06.01-826/13
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The European Technical Assessment is issued by the Technical Assessment Body in its official language.
Translations of this European Technical Assessment in other languages shall fully correspond to the
original issued document and shall be identified as such.

Communication of this European Technical Assessment, including transmission by electronic means,
shall be in full. However, partial reproduction may only be made with the written consent of the issuing
Technical Assessment Body. Any partial reproduction shall be identified as such.

This European Technical Assessment may be withdrawn by the issuing Technical Assessment Body, in
particular pursuant to information by the Commission in accordance with Article 25(3) of Regulation
(EU) No 305/2011.
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Specific part

1

3.1

3.2

Z45787.16

Technical description of the product

The Specialinsert Keep-Nut is an anchor consisting of a press in self-anchoring threaded sleeve
with two or four crowns and an internal thread sleeve. The anchors are made of stainless steel
assembled together with a PA6. The anchor is placed in a drill hole in the fagade panel and it is
anchored by deformation controlled mechanical interlock which is induced by insertion.

The product description is given in Annex A.

Specification of the intended use in accordance with the applicable European
Assessment Document

The performances given in Section 3 are only valid if the anchor is used in compliance with the
specifications and conditions given in Annex B.

The verifications and assessment methods on which this European Technical Assessment is
based lead to the assumption of a working life of the anchors of at least 50 years. The
indications given on the working life cannot be interpreted as a guarantee given by the
producer, but are to be regarded only as a means for choosing the right products in relation to
the expected economically reasonable working life of the works.

Performance of the product and references to the methods used for its assessment

Mechanical resistance and stability (BWR 1)

Essential characteristic Performance
Characteristic resistance for tension and shear loads | See Annex C 1
Anchor distances and dimensions of members See Annex C 1
Safety in case of fire (BWR 2)
Essential characteristic Performance
Reaction to fire Class A1
Resistance to fire No performance assessed

Assessment and verification of constancy of performance (AVCP) system applied, with
reference to its legal base

In accordance with EAD No. 330030-00-0601 the applicable European legal act is: [97/161/EG].
The system to be applied is: 2+

B8.06.01-826/13
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5 Technical details necessary for the implementation of the AVCP system, as provided for
in the applicable European Assessment Document

Technical details necessary for the implementation of the AVCP system are laid down in the
control plan deposited with Deutsches Institut fur Bautechnik.

Issued in Berlin on 19 September 2016 by Deutsches Institut fur Bautechnik

Andreas Kummerow beglaubigt:
p. p. Head of Department Aksunger

Z45787.16 8.06.01-826/13
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Fixing example Installed fastener
(Side view)

Installed fastener Installed fastener
(3D view) (Section A-A)

Keep-nut

A A1
Product description nnex

Fixing example and installed fastener

757400.16 8.06.01-826/13
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IM2S/M.../H6/K
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Table 1 Materials

IM4S/M.../H8.5/K

O—{ ]

IM2T/M.../H6/K

IM4T/M.../H8.5/K i

O |

|
I [ ]

Anchor type IM2S/M.../HB6/K | IM2T/M.../H6/K | IM4S/M.../HB.5/K | IM4T/M.../H8.5/K
® Sleeve
@ Crown stainless steel 1.4404 according to EN 10088:2014
® Intermediate washer
Plastic washer Polyamide PA6
Keep-nut
Product description AINexA 2
Materials
Z57409.16 8.06.01-826/13
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Table 2 Dimensions
Anchor type IM2S/M.../HB/K IM2T/M.../HB/K | IM4S/M.../HB.5/K | IM4T/M.../H8.5/K
diameter of sleeve dg= [mm] 7.4
diameter of sleeve dgp=[mm] 10
plate
Internal thread of dgp= [mm]
¥ . M4, M5, M6
diameter of crown dew = [mm] 12,6
diameter of diw= [mm] 98
intermediate washer '
insich::} diameter of dpwi = [mm] 9.8
plastic washer
cut5|_cle diameter of dpwo = [mm] 119 19.9 119 19,9
plastic washer
Keep-nut
Annex A 3

Product description
Dimensions

Z57409.16 8.06.01-826/13
























