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SPECIALINSERT, COMMITS ITSELF TO CONTINUOUSLY IMPROVE ITS
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Jspecialinsent NUTS WITH PRONGES Grif f-Nut
Applications:  wood and derivafes.
Assembly: by pressure.
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metric external external total crown crown
code thread diameter diamefer lengfth diametfer thickness
d1 dz d3 L db ¥
M03 M3 4,3 4.5 5 13 0.8
M 04 M & 5 5,2 6 15 0,9
M 05 M5 6,3 6,5 8 117 1,0
M 06 M6 1,5 1,8 9 19 1,2
M08 M8 9,6 9,8 " 22 15
M 10 M10 11,8 12 12 25 1.8

Non binding dimensions, expressed in mm.

: Standard

Material:
Finishing:
Tolerances:

Example:

1specialinsent

steel

zinc-plated

: On demand

where nof specified, degree of
accuracy :+0,5 mm.
griff nut zinc-plated steel,

M5 thread:

M 05
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Headquarter and Export department:
Via Monfalcone 144 - 10136 - Turin - IT - Tel. +39.011.700301 - Fax +39.011.702947
Milan branch:

Via E.Cialdini 37 - 20161 - Milan - IT - Tel. +39.02.646.8476 - Fax +39.02.662.00275

Production and purchase departments:
Via E. Pavanello 1 - 30030 - Maerne di Martellago (Venice) - IT - Tel. +39.041.503.0100
Fax +39.041.503.0110




